
INSTRUCTION MANUAL

WAARRNNIINNGG 

●Read and fully understand all the instructions before use.

●Keep this manual in designated place for easy and quick reference.

●The models mentioned on this manual are designed for use outside Japan.

Warranty shall be void if above mentioned models are use in Japan.

Thank you for purchasing our product.

■Upon receipt, check and confirm the following: 

- Check any transport damages. 

- Check for any loose or lost screws and bolts. 

- Check the model as per order. 

- Check all the accessories are contained. 

If any problems are found, contact your distributor.

■Read this instruction manual carefully before use.

Full understanding of manual is essential to prevent personal injury or malfunction.

■If the manual or warning label is lost or becomes illegible, 

or if an additional manual is required, 

please contact the distributor where you purchased the product.

If you have any questions about the products or the contents of this instruction 

manual, contact your distributor.
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AAPPPPLLIICCAATTIIOONN 

■TURN OF THE NUT TIGHTENING WRENCH is an electric tool for tightening 

High Strength Hexagonal Bolts/Nuts according to Turn-of-Nut Method.

PPAARRTTSS NNAAMMEE 
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SSAAFFEETTYY IINNSSTTRRUUCCTTIIOONN 

This manual specifies three (3) basic safety instructions: 

■Instructions are classified by the degree of risk and described as follows:

Danger is used to indicating threatening dangerous or 

unsafe practices that could immediately result in 

severe personal injury or death in the worst case.

Warning is used to indicating hazardous or unsafe 

practices that could result in severe personal injury or 

death on the worst occasion.

Caution is used to indicate hazardous or unsafe 

practices that could result in personal injury or 

product or property damage.

Even if the risk is classified as , the risk could become a more serious 

result depending on conditions. Make sure to follow all instructions when using.
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GGEENNEERRAALL PPOOWWEERR TTOOOOLL SSAAFFEETTYY WWAARRNNIINNGGSS 

WAARRNNIINNGG 

RReeaadd aallll ssaaffeettyy wwaarrnniinnggss,, iinnssttrruuccttiioonnss,, iilllluussttrraattiioonnss aanndd ssppeecciifificcaattiioonnss pprroovviiddeedd wwiitthh tthhiiss 

ppoowweerr ttooooll.. Failure to follow all instructions listed below may result in electric shock, fire 
and/or serious injury.
SSaavvee aallll wwaarrnniinnggss aanndd iinnssttrruuccttiioonnss ffoorr ffuuttuurree rreeffeerreennccee.. 

The term ″power tool″ in the warnings refers to your mains-operated (corded) power tool 
or battery-operated(cordless)power tool.

11)) WWoorrkk aarreeaa ssaaffeettyy 

a) KKeeeepp wwoorrkk aarreeaa cclleeaann aanndd wweellll lliitt.. Cluttered or dark areas invite accidents.

b) DDoo nnoott ooppeerraattee ppoowweerr ttoooollss iinn eexxpplloossiivvee aattmmoosspphheerreess,, ssuucchh aass iinn tthhee pprreesseennccee ooff 

flflaammmmaabbllee lliiqquuiiddss,, ggaasseess oorr dduusstt.. Power tools create sparks which may ignite the dust or 
fumes.

c) KKeeeepp cchhiillddrreenn aanndd bbyyssttaannddeerrss aawwaayy wwhhiillee ooppeerraattiinngg aa ppoowweerr ttooooll.. Distractions can 
cause you to lose control.

22)) EElleeccttrriiccaall ssaaffeettyy 

a) PPoowweerr ttooooll pplluuggss mmuusstt mmaattcchh tthhee oouuttlleett.. NNeevveerr mmooddiiffyy tthhee pplluugg iinn aannyy wwaayy.. DDoo nnoott uussee 

aannyy aaddaapptteerr pplluuggss wwiitthh eeaarrtthheedd ((ggrroouunnddeedd)) ppoowweerr ttoooollss.. Unmodified plugs and matching 
outlets will reduce risk of electric shock.

b) AAvvooiidd bbooddyy ccoonnttaacctt wwiitthh eeaarrtthheedd oorr ggrroouunnddeedd ssuurrffaacceess,, ssuucchh aass ppiippeess,, rraaddiiaattoorrss,, 

rraannggeess aanndd rreeffrriiggeerraattoorrss.. There is an increased risk of electric shock if your body is 
earthed or grounded.

c) DDoo nnoott eexxppoossee ppoowweerr ttoooollss ttoo rraaiinn oorr wweett ccoonnddiittiioonnss.. Water entering a power tool will 
increase the risk of electric shock.

d) DDoo nnoott aabbuussee tthhee ccoorrdd.. NNeevveerr uussee tthhee ccoorrdd ffoorr ccaarrrryyiinngg,, ppuulllliinngg oorr uunnpplluuggggiinngg tthhee 

ppoowweerr ttooooll.. KKeeeepp ccoorrdd aawwaayy ffrroomm hheeaatt,, ooiill,, sshhaarrpp eeddggeess oorr mmoovviinngg ppaarrttss.. Damaged or 
entangled cords increase the risk of electric shock.

e) WWhheenn ooppeerraattiinngg aa ppoowweerr ttooooll oouuttddoooorrss,, uussee aann eexxtteennssiioonn ccoorrdd ssuuiittaabbllee ffoorr oouuttddoooorr uussee. 

Use of a cord suitable for outdoor use reduces the risk of electric shock.

f) IIff ooppeerraattiinngg aa ppoowweerr ttooooll iinn aa ddaammpp llooccaattiioonn iiss uunnaavvooiiddaabbllee,, uussee aa rreessiidduuaall ccuurrrreenntt 

ddeevviiccee ((RRCCDD)) pprrootteecctteedd ssuuppppllyy.. Use of an RCD reduces the risk of electric shock.
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33)) PPeerrssoonnaall ssaaffeettyy

a) SSttaayy aalleerrtt,, wwaattcchh wwhhaatt yyoouu aarree ddooiinngg aanndd uussee ccoommmmoonn sseennssee wwhheenn ooppeerraattiinngg aa ppoowweerr 

ttooooll.. DDoo nnoott uussee aa ppoowweerr ttooooll wwhhiillee yyoouu aarree ttiirreedd oorr uunnddeerr tthhee iinnflfluueennccee ooff ddrruuggss,, aallccoohhooll 

oorr mmeeddiiccaattiioonn.. A moment of inattention while operating power tools may result in serious 
personal injury.

b) UUssee ppeerrssoonnaall pprrootteeccttiivvee eeqquuiippmmeenntt.. AAllwwaayyss wweeaarr eeyyee pprrootteeccttiioonn.. Protective equipment 
such as a dust mask, non-skid safety shoes, hard hat for appropriate conditions will 
reduce personal injuries.

c) PPrreevveenntt uunniinntteennttiioonnaall ssttaarrttiinngg.. EEnnssuurree tthhee sswwiittcchh iiss iinn tthhee ooffff--ppoossiittiioonn bbeeffoorree 

ccoonnnneeccttiinngg ttoo ppoowweerr ssoouurrccee aanndd//oorr bbaatttteerryy ppaacckk,, ppiicckkiinngg uupp oorr ccaarrrryyiinngg tthhee ttooooll.. 

Carrying power tools with your finger on the switch or energising power tools that have 
the switch on invites accidents.

d) RReemmoovvee aannyy aaddjjuussttiinngg kkeeyy oorr wwrreenncchh bbeeffoorree ttuurrnniinngg tthhee ppoowweerr ttooooll oonn.. A wrench or a 
key left attached to a rotating part of the power tool may result in personal injury.

e) DDoo nnoott oovveerrrreeaacchh.. KKeeeepp pprrooppeerr ffoooottiinngg aanndd bbaallaannccee aatt aallll ttiimmeess.. This enables better 
control of the power tool in unexpected situations.

f) DDrreessss pprrooppeerrllyy.. DDoo nnoott wweeaarr lloooossee ccllootthhiinngg oorr jjeewweelllleerryy.. KKeeeepp yyoouurr hhaaiirr aanndd ccllootthhiinngg 

aawwaayy ffrroomm mmoovviinngg ppaarrttss.. Loose clothes, jewellery or long hair can be caught in moving 
parts.

g) IIff ddeevviicceess aarree pprroovviiddeedd ffoorr tthhee ccoonnnneeccttiioonn ooff dduusstt eexxttrraaccttiioonn aanndd ccoolllleeccttiioonn ffaacciilliittiieess,, 

eennssuurree tthheessee aarree ccoonnnneecctteedd aanndd pprrooppeerrllyy uusseedd.. Use of dust collection can reduce dust-
related hazards.

h) DDoo nnoott lleett ffaammiilliiaarriittyy ggaaiinneedd ffrroomm ffrreeqquueenntt uussee ooff ttoooollss aallllooww yyoouu ttoo bbeeccoommee 

ccoommppllaacceenntt aanndd iiggnnoorree ttooooll ssaaffeettyy pprriinncciipplleess.. A careless action can cause severe injury 
within a fraction of a second.

44)) PPoowweerr ttooooll uussee aanndd ccaarree 

a) DDoo nnoott ffoorrccee tthhee ppoowweerr ttooooll.. UUssee tthhee ccoorrrreecctt ppoowweerr ttooooll ffoorr yyoouurr aapppplliiccaattiioonn.. The 
correct power tool will do the job better and safer at the rate for which it was designed.

b) DDoo nnoott uussee tthhee ppoowweerr ttooooll iiff tthhee sswwiittcchh ddooeess nnoott ttuurrnn iitt oonn aanndd ooffff.. Any power tool 
that cannot be controlled with the switch is dangerous and must be repaired.

c) DDiissccoonnnneecctt tthhee pplluugg ffrroomm tthhee ppoowweerr ssoouurrccee aanndd//oorr rreemmoovvee tthhee bbaatttteerryy ppaacckk,, iiff 

ddeettaacchhaabbllee,, ffrroomm tthhee ppoowweerr ttooooll bbeeffoorree mmaakkiinngg aannyy aaddjjuussttmmeennttss,, cchhaannggiinngg aacccceessssoorriieess,, 

oorr ssttoorriinngg ppoowweerr ttoooollss. Such preventive safety measures reduce the risk of starting the 
power tool accidentally.
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d) SSttoorree iiddllee ppoowweerr ttoooollss oouutt ooff tthhee rreeaacchh ooff cchhiillddrreenn aanndd ddoo nnoott aallllooww ppeerrssoonnss uunnffaammiilliiaarr

wwiitthh tthhee ppoowweerr ttooooll oorr tthheessee iinnssttrruuccttiioonnss ttoo ooppeerraattee tthhee ppoowweerr ttooooll.. Power tools are 
dangerous in the hands of untrained users.

e) MMaaiinnttaaiinn ppoowweerr ttoooollss aanndd aacccceessssoorriieess.. CChheecckk ffoorr mmiissaalliiggnnmmeenntt oorr bbiinnddiinngg ooff mmoovviinngg 

ppaarrttss,, bbrreeaakkaaggee ooff ppaarrttss aanndd aannyy ootthheerr ccoonnddiittiioonn tthhaatt mmaayy aaffffeecctt tthhee ppoowweerr ttooooll’’ss 

ooppeerraattiioonn.. IIff ddaammaaggeedd,, hhaavvee tthhee ppoowweerr ttooooll rreeppaaiirreedd bbeeffoorree uussee.. Many accidents are 
caused by poorly maintained power tools.

f) KKeeeepp ccuuttttiinngg ttoooollss sshhaarrpp aanndd cclleeaann.. Properly maintained cutting tools with sharp 
cutting edges are less likely to bind and are easier to control.

g) UUssee tthhee ppoowweerr ttooooll,, aacccceessssoorriieess aanndd ttooooll bbiittss eettcc.. iinn aaccccoorrddaannccee wwiitthh tthheessee 

iinnssttrruuccttiioonnss,, ttaakkiinngg iinnttoo aaccccoouunntt tthhee wwoorrkkiinngg ccoonnddiittiioonnss aanndd tthhee wwoorrkk ttoo bbee ppeerrffoorrmmeedd..

Use of the power tool for operations different from those intended could result in a 
hazardous situation.

h) KKeeeepp hhaannddlleess aanndd ggrraassppiinngg ssuurrffaacceess ddrryy,, cclleeaann aanndd ffrreeee ffrroomm ooiill aanndd ggrreeaassee.. Slippery 
handles and grasping surfaces do not allow for safe handling and control of the tool in 
unexpected situations.

66)) SSeerrvviiccee 

a) HHaavvee yyoouurr ppoowweerr ttooooll sseerrvviicceedd bbyy aa qquuaalliififieedd rreeppaaiirr ppeerrssoonn uussiinngg oonnllyy iiddeennttiiccaall 

rreeppllaacceemmeenntt ppaarrttss.. This will ensure that the safety of the power tool is maintained.

77)) HHoolldd tthhee ppoowweerr ttooooll bbyy iinnssuullaatteedd ggrriippppiinngg ssuurrffaacceess,, wwhheenn ppeerrffoorrmmiinngg aann ooppeerraattiioonn wwhheerree 

tthhee ffaasstteenneerr mmaayy ccoonnttaacctt hhiiddddeenn wwiirriinngg oorr iittss oowwnn ccoorrdd.. Fasteners contacting a "live" wire 
may make exposed metal parts of the power tool "live" and could give the operator an 
electric shock.
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PRREECCAAUUTTIIOONNSS FFOORR UUSSEE 

■ To prevent accidents, personal injury and etc, 

read and follow all instructions listed below. 

DAANNGGEERR 

●● BBeewwaarree ooff eelleeccttrriicc sshhoocckk wwhheenn ooppeerraattiinngg aatt hhiigghh ppllaaccee.. 
Failure to follow this instruction may result in fall down accidents. 

●● NNeevveerr ppuutt hhaanndd iinn tthhee ttuurrnniinngg cciirrccllee ooff rreeaaccttiioonn bbaarr dduurriinngg 

ooppeerraattiioonn.. TThhee rreeaaccttiioonn bbaarr rroottaatteess iinn tthhee rreevveerrssee ddiirreeccttiioonn.. 
○ If the wrench is started, the reaction bar will turn in the direction

opposite to the rotation of nut. There is a risk that finger might be

pinched by reaction bar and reaction-member. 
Negligence might cause accidents or injury.

 

 

WAARRNNIINNGG 

●● FFiirrmmllyy hhoolldd tthhee wwrreenncchh wwiitthh bbootthh hhaannddss dduurriinngg ooppeerraattiioonn.. 
○ The wrench automatically shuts off when snug tightening is completed.

Prepare for automatic shut off by firmly holding the wrench with both

hands as the reaction force maximizes just before automatic shut off.

Failure to follow these instructions may result in personal injury. 
●● DDoo nnoott uussee aattttaacchhmmeennttss 
○ Do not connect attachments such as extension bar, joint and adapter

between output drive and socket.

Fall down of wrench and breakage of attachments might cause injury. 
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WAARRNNIINNGG 

●● IInnsseerrtt ssoocckkeett sseeccuurreellyy ttoo tthhee ddeepptthh ooff nnuutt.. 

○ If insufficient, it might damage socket and cause personal injury. 

Negligence might cause accident, breakage or injury.

 

●● RReeaaccttiioonn bbaarr mmuusstt bbee ppllaacceedd ttoo aa ssoolliidd rreeaaccttiioonn mmeemmbbeerr.. 
○ Make sure to place the reaction bar to a solid member as it is loaded the

same of the output torque.

Failure to follow these instructions may result in insufficient tightening

result or breakage or personal injury. 

●● BBee ssuurree ttoo iinnssttaallll tthhee ssoocckkeett aanndd rreeaaccttiioonn bbaarr sseeccuurreellyy aaccccoorrddiinngg 

ttoo tthhee iinnssttrruuccttiioonn mmaannuuaall..
Incomplete installation may result in accidents or injuries. 
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WAARRNNIINNGG
●● BBeewwaarree ooff eelleeccttrriicc sshhoocckk.. 
○ Never use the wrench under rainy or snowy condition.

○ Never touch the plug with wet hands.

Failure to follow this instruction may result in electric shock, 
fire or electric leakage.

●● EElleeccttrriicc ccoorrdd mmuusstt bbee rreegguullaarrllyy iinnssppeecctteedd.. 
○ Stop using the wrench if there is a problem with the electric cord.

○ Contact your distributor for repair.

Failure to follow this instruction may result in electric shock or 

electric leakage.

●● BBeewwaarree ooff ffaallll ddoowwnn aacccciiddeennttss wwhheenn wwoorrkkiinngg aatt aa hhiigghh ppllaaccee.. 
○ Wear safety belt

○ Provide safety net or canvas as safe guarding against falling items.

○ Confirm that no one is underneath the working site before operation.

○ Stop operation when physically or mentally tired.

Failure to follow these instructions may result in fall down accidents. 
●● AAvvooiidd oovveerrllooaaddiinngg.. 
○ Use the wrench and its accessories within the rated specifications.

Overloaded wrench and its accessories may result in malfunction

of the wrenches, accidents or personal injury. 

●● AAvvooiidd aacccciiddeennttaall SSttaarrttiinngg.. 
○ Ensure that the switch is in the off-position before plugging into power

source or carrying the wrench with the storage battery installed.

○ Never carrying the wrench with your fingers on the switch. 

●● DDiissccoonnnneecctt tthhee pplluugg ffrroomm tthhee ppoowweerr ssoouurrccee oorr rreemmoovvee tthhee ssttoorraaggee 

bbaatttteerryy ffrroomm tthhee wwrreenncchh wwhheenn:: 
○ Not in use.

○ Changing accessories.

○ Inspection and maintenance.

○ Or other danger is foreseen.

Failure to follow these instructions may result in accidental starting 

and personal injury. 

●● UUssee aapppprroopprriiaattee ppoowweerr ssoouurrccee aass iinnddiiccaatteedd oonn tthhee rraattiinngg ppllaattee.. 
Failure to follow this instruction may result in fire or burn accidents.

 



11

WAARRNNIINNGG
●● DDoo nnoott ddiissaasssseemmbbllee oorr mmooddiiffyy tthhee wwrreenncchh.. 
○ Disassembly or modification made by unauthorized personnel may 

result in malfunction or personal injury.

○ Disassembly & Re-assembly work is permitted.

●● SSttoorree wwrreenncchh aanndd ssttrraaggee bbaatttteerryy,, cchhaarrggeerr iinn tthhee ccaassee aanndd kkeeeepp iitt 

aatt tthhee ddeessiiggnnaatteedd ppllaaccee wwhheenn nnoott iinn uussee.. 
○ Store wrench and storage battery in a lockable dry location to keep any 

unauthorized personnel away.

Failure to follow this instruction may result in malfunction or accidents.

○ Do not store the wrench or storage battery in a place where the

temperature may rise above 50℃

(such as a metal box or a car in the summer).

It may cause deterioration of the storage battery and cause smoke

and fire.
○ To prevent condensation, avoid leaving the product in an environment

where the temperature is likely to drop below freezing for long periods 

of time. Store the product in a warm indoor location if possible.

It may cause accidents, malfunctions, poor accuracy, 

electric shock, fire, or electric leakage. 

●● IImmmmeeddiiaatteellyy ssttoopp uussiinngg tthhee wwrreenncchh aanndd ttuurrnn ooffff tthhee sswwiittcchh wwhheenn 

uunnuussuuaall ssoouunndd,, vviibbrraattiioonn,, oorr ssmmeellll iiss ddeetteecctteedd.. 
○ Contact your distributor immediately.

Failure to follow this instruction may result in serious injury. 

●● CCoonnttaacctt yyoouurr ddiissttrriibbuuttoorr ffoorr rreeppaaiirr sseerrvviiccee.. 
○ Repair work should only be carried out by a qualified technician.

Repair work done by an inexperienced person may cause accidents,

injury or malfunction. 

●● CChheecckk tthhee ffoolllloowwiinngg iitteemmss bbeeffoorree ooppeerraattiioonn.. 
○ Check for any deformation, crack or damage on the wrench body and parts.

○ Do not use the wrench if any problem are found on items.  
It may cause electric shock, fire, burns, or injury.
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WAARRNNIINNGG
●● IImmmmeeddiiaatteellyy cchheecckk tthhee wwrreenncchh wwhheenn iitt iiss ddrrooppppeedd ddoowwnn oorr 

bbaannggeedd.. 
○ Check for deformation, crack, damage and other abnormality. 

Stop using the wrench if any abnormality is found.

Continued use of fault wrench may result in accidents and

personal injury.

●● CCoonnssiiddeerr tthhee ssuurrrroouunnddiinngg ccoonnddiittiioonnss ooff tthhee wwoorrkk aarreeaa aanndd ssttoorraaggee 

aarreeaa.. 
○ Do not use, leave, or store the wrench, charger, or battery in the rain or

in damp places.

It may result in electric shock. 

●● PPrrooppeerrllyy iinnssttaallll ssoocckkeettss aass ddeessccrriibbeedd iinn tthhiiss mmaannuuaall.. 
○ Incomplete installation may result in accidents and personal injury. 
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WAARRNNIINNGG
■■ IIff yyoouu aarree uussiinngg aa wwrreenncchh wwiitthh aann eeaarrtthh wwiirree,, pplleeaassee aallssoo  

rreeaadd tthhee wwaarrnniinngg bbeellooww.. 

●● CChheecckk iiff lleeaakkaaggee bbrreeaakkeerr iiss aavvaaiillaabbllee ttooggeetthheerr wwiitthh  

eeaarrtthh ccoonnnneeccttiioonn.. 
○ Recommended leakage breaker: Rating capacity at 15mA and acting time below 

0.1sec

It may cause electric shock, leakage of electricity, or fire.

 

●● IIff eexxtteennssiioonn ccaabbllee iiss uusseedd,,  

aappppllyy tthhoossee wwiitthh eeaarrtthh aanndd 33--PP ccaabbllee.. 
○ One cable must be adapted as earth cord and must be connected to the 

earth terminal on the tool.

○ 2 core cable without earth cord might cause electric shock.

 
●● GGrroouunnddiinngg ((EEaarrtthh CCoonnnneeccttiioonn)) iiss aallwwaayyss rreeqquuiirreedd.. 
○ Supplied tool has no double insulation structure, 

hence tool must be earthed.

It may cause electric shock, leakage of electricity, or fire.

 

●● DDoo nnoott ccoonnnneecctt ggrroouunnddiinngg ((eeaarrtthh)) lleeaadd ttoo ggaass ppiippee 
It may cause explosion or fire. 
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WAARRNNIINNGG
■■ IIff yyoouu aarree uussiinngg aa ddoouubbllee--iinnssuullaatteedd wwrreenncchh,, pplleeaassee aallssoo rreeaadd tthhee 

wwaarrnniinngg bbeellooww.. 

●● NNeevveerr ddiissmmaannttllee ppoowweerr ssuuppppllyy pplluugg aattttaacchheedd ttoo wwrreenncchh bbooddyy..  
○ When using extension cord or in case it is necessary to use power plug of 

different configuration at work-site, avail attached connector wiring to 

separate power-cord.

○ In case the cord-plug attached to wrench body is damaged, have it 

repaired/replaced by your distributor.

○ If for any reason the plug is cut off of the cable of this wrench, it must be 

disposed of safety and not left unattended.
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CAAUUTTIIOONN
●● KKeeeepp wwoorrkk aarreeaa cclleeaann.. 
○ Cluttered areas and benches invite accidents.

●● KKeeeepp cchhiillddrreenn aawwaayy.. 
○ Do not let children touch the wrench and electric cord.

○ All visitors should be kept away from work area. 

●● SSeeccuurree wwoorrkk aarreeaa.. 
○ Keep body stance balanced and firmed.

○ Never wrap the electric cord around something.

○ Work carefully to avoid tripping over the cord.

○ Keep work area well lit. 

●● UUssee ssuuiittaabbllee mmooddeell ffoorr eeaacchh aapppplliiccaattiioonn.. 
○ Do not use wrench beyond its rated specifications.

○ Do not use wrench for purpose not intended. 

●● DDrreessss pprrooppeerrllyy.. 
○ Always wear gloves and non-skid footwear when operating outdoor.

○ Always wear safety helmet. 

●● UUssee ggeennuuiinnee aacccceessssoorriieess ffrroomm oouurr ccoommppaannyy.. 

 

●● KKeeeepp eelleeccttrriicc mmoottoorr wweellll vveennttiillaatteedd.. 
○ Do not put any foreign materials into the vent.

○ Do not block exhaust vent. 

●● MMaaiinnttaaiinn wwrreenncchh.. 
○ Keep wrench handle clean, dry and free of oil or grease. 

●● OObbsseerrvvee llooccaall llaawwss aanndd rruulleess ccoonncceerrnniinngg nnooiissee lleevveell.. 
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CAAUUTTIIOONN
●● UUssee CCoommmmeerrcciiaall ppoowweerr ssuuppppllyy ttoo ooppeerraattee tthhee wwrreenncchh.. 

●● DDoo nnoott aabbuussee tthhee eelleeccttrriicc ccoorrdd.. 
○ Never use the electric cord for carrying, pulling or unplugging the power.

○ Keep the electric cord away from heat, oil, sharp edges or moving parts

●● DDoo nnoott ccoonnnneecctt mmuullttiippllee pplluuggss ttoo aa ssiinnggllee oouuttlleett bbyy uussiinngg  

aa mmuullttiippllee oouuttlleett aaddaappttoorrss.. 
Over current may cause fire, accidents or malfunction. 

●● PPrroovviiddee lleeaakkaaggee bbrreeaakkeerr aass aa sshhoocckk gguuaarrdd ffoorr eeaacchh wwrreenncchh.. 
○ Although a double insulated wrench does not require a leakage breaker, 

use of leakage breaker is strongly recommended as an extra safeguard. 

●● WWhheenn uussiinngg aann eexxtteennssiioonn ccoorrdd,, mmaakkee ssuurree tthhaatt vvoollttaaggee rreemmaaiinnss 

wwiitthhiinn ++//-- 1100%% ooff tthhee rraatteedd vvoollttaaggee aatt aallll ttiimmeess.. 

●● WWhheenn uussiinngg aann eexxtteennssiioonn ccoorrdd,, sseelleecctt sshhoorrtteerr eexxtteennssiioonn uunniittss 

tthhaann ssppeecciiffiieedd bbeellooww ddeeppeennddiinngg oonn tthhee ccrroossss sseeccttiioonn.. 
○ Using an extension cord longer than the Maximum Length listed above 

may result in a malfunction or breakdown due to

performance drop of the wrench.

Nominal conducting

cable cross section.

Max. Length

110-120 V 220-230 V

H07RN-F

1.5 mm2 10 m 20 m

2.5 mm2 20 m 40 m

4.0 mm2 30 m 60 m

AWG 14 50ft 100ft

AWG 12 80ft 160ft

AWG 10 130ft 260ft

●● UUssee aattttaacchheedd ccoonnnneeccttoorr wwhheenn uussiinngg eexxtteennssiioonn ccoorrdd..  
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CAAUUTTIIOONN
■■ IIff yyoouu uussee aa ccoorrddeedd wwrreenncchh ootthheerr tthhaann aa sshheeaarr wwrreenncchh,,

pplleeaassee aallssoo rreeaadd tthhee ffoolllloowwiinngg pprreeccaauuttiioonnss.. 

●●FFoollllooww tthhee iinnssttrruuccttiioonnss bbeellooww wwhheenn uussiinngg ggeenneerraattoorr.. 
○ Use 50-60Hz (AC) sinusoidal power supply without high harmonic wave. 

Power supply including high harmonic wave may cause malfunction or 

breakage of the wrench.

○ Use high capacity generator.

Power requires almost 2kW (2kVA) per one wrench.

○ The operating voltage must remain within +/-10% of the rated voltage at 

all times.

○ Do not use the slow-down function or eco-mode.

(Slow down function: A function that allows the engine to run at a lower 

speed when the generator is not under load.)

This may cause the electric wrench to malfunction or break down. 

●● DDoo nnoott uussee wweellddeerr ggeenneerraattoorrss.. 
○ Welder generators may cause malfunction or breakage of the control base 

installed in the wrench.

○ Some welder generators may produce electrical noise that may cause the 

wrench to malfunction. 

●●DDoo nnoott uussee wweellddeerrss aalloonngg wwiitthh tthhee wwrreenncchh.. 
○ The wrench may malfunction due to extraordinary electrical noise even if 

the welders are connected to other generators that the wrench is not 

connected to. 

－ About Double Insulation －

This safety mark is only displayed on electrically safe double-insulated 

products, so you can use it safely without worrying about electric shock even 

without grounding.

Replacing parts with non-specified ones or assembling incorrectly

will result in the product losing its double-insulation structure, which could 

result in injury or accidents.

For disassembly/assembly, part replacement, or repairs, please contact the 

retailer where you purchased the product or our sales office.
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CAAUUTTIIOONN
●● FFoollllooww tthhee iinnssttrruuccttiioonnss bbeellooww wwhheenn uussiinngg ggeenneerraattoorr.. 
○ Use 50-60Hz sinusoidal power supply without high harmonic wave.

Power supply including high harmonic wave may cause malfunction or

breakage of the wrench.

○ Use high capacity generator.

Power requires almost 2kW (2kVA) per one wrench.

○ The operating voltage must remain within +/-10% of the rated voltage

at all times.

○ Do not use the slow-down function or eco-mode.

Slow down function: A function that allows the engine to run at a lower 
speed when the generator is not under load.)

This may cause the electric wrench to malfunction or break down.

●● DDoo nnoott uussee wweellddeerr ggeenneerraattoorrss..  
○ Welder generators may cause malfunction or breakage of the control base

installed in the wrench.

○ Some welder generators may produce electrical noise that may make the

wrench out of control. 

●● DDoo nnoott uussee wweellddeerrss aalloonngg wwiitthh tthhee wwrreenncchh.. 
○ The wrench may be out of control due to extraordinary electrical

noise even if the welders are connected to other generators that the

wrench is not connected to. 
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BBEEFFOORREE UUSSEE 

WAARRNNIINNGG 

●● CChheecckk ffoolllloowwiinnggss bbeeffoorree uussee.. 
It may cause injury.

○ Check items
Check for any deformation, crack or damage on wrench body, parts, etc.

Do not use wrench if any problem is found on items.

○ Check the power supply
Use the power supply indicated on the nameplate.

○ Choose Socket
Prepare a socket that matches the size of the bolt/nut you tighten.

○ Install Parts
Parts should be securely installed on the wrench.

Loose installation may result in accidents and personal injury.
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CCHHAANNGGIINNGG SSOOCCKKEETTSS 

■■BBaarr SSoocckkeett 
○Remove bar socket form the wrench by unscrewing set screws with

(-)driver. Do not remove the set screws completely from outer socket holder.

○Select adequate bar socket for the bolts being tightened.

○Mount the bar socket on the wrench body and remove the gap between 

the bar socket and the wrench body.

○Fasten the set screws only after the gap is completely removed.

○Pull the bar socket in order to confirm that the bar socket was mounted 

on the wrench body completely.

WAARRNNIINNGG 

●●TThheerree sshhoouulldd bbee nnoo ggaapp bbeettwweeeenn tthhee ssoocckkeett aasssseemmbbllyy aanndd tthhee 

wwrreenncchh..  
The gap invites accidents or breakage of the sockets or the wrench body.
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OOPPEERRAATTIINNGG PPRROOCCEEDDUURREE 

BEFORE OPERATION

【Snug Tightening】

Tighten the bolts /nuts to remove the gap between the nut and the grip.

【Marking】

Put the straight line mark on the bolt, nut, 

washer and grip as the drawing below after 

finishing the “Snug Tightening”.

DAANNGGEERR 

●● NNeevveerr ppuutt hhaanndd iinn tthhee ttuurrnniinngg cciirrccllee ooff rreeaaccttiioonn bbaarr dduurriinngg 

ooppeerraattiioonn.. TThhee rreeaaccttiioonn bbaarr rroottaatteess iinn tthhee rreevveerrssee ddiirreeccttiioonn.. 
Failure to follow this instruction may result in accidents or injury.

WAARRNNIINNGG 

●● NNeevveerr ttiigghhtteenn tthhee ssaammee bboolltt//nnuutt ttwwiiccee.. ((NNeevveerr aappppllyy ttoooo 

mmuucchh ttoorrqquuee ttoo tthhee ssaammee bboolltt//nnuutt..)) 
Failure to follow this instruction may result in breakage of the bolt/but,
malfunction and personal injury. 

CAAUUTTIIOONN 

●WWaarrmm uupp pprroocceedduurree wwiitthh nnoo--llooaadd sshhoouulldd bbee ccaarrrriieedd oouutt aabboouutt  

55 mmiinnuutteess bbeeffoorree ooppeerraattiioonn..  
〇 Especially, when the wrench is used at low torque setting under low 

temperature (0～10℃), the warm up procedure with no-load must be 

carried out at least 5minutes. In this case, the angle setting dial should be 

set at Maximum.

〇 After the warm up procedure is finished, set the desired angle and

squeeze the trigger switch to check the activation of the wrench.

●● TThhee ttiigghhtteenniinngg aannggllee aanndd cchhaannggee lleevveerr sshhoouulldd bbee sseett wwiitthh tthhee 

mmoottoorr ssttooppppeedd..
 



22

１１．．TTiigghhtteenniinngg OOppeerraattiioonn 

①Set the change lever or switch to 

“R”(clockwise) position.

＊When tightening left handed screw, set 

the lever or switch

to ”L”(counterclockwise) position.

 
 

②Adjust the angle setting dial to target angle 

with (-) driver.

 

 
③Slide the socket over nut completely by

turning the internal gear.

＊When the wrench starts, reaction bar 

turns in the direction opposite to the 

rotation of nut.
 

 

④Squeeze the trigger switch to start.

The reaction bar stops at adjacent

material and tightening starts.

 
⑤When the target angle is reached, the wrench 

shuts off automatically.
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22．．LLoooosseenniinngg OOppeerraattiioonn 

①Set the change lever or switch to 

“L”(counterclockwise) position.

＊When tightening left handed screw, 

set the lever or switch 

to ”R”(clockwise) position.
 

 
②Adjust the angle setting dial to the

maximum angle with (-) driver.

③Slide the socket over nut completely by

turning the internal gear.

＊When the wrench starts, reaction bar 

turns in the direction opposite to the 

rotation of nut.

④Squeeze the trigger switch to start.

The reaction bar stops at adjacent

material and loosening starts.

⑤When loosening operation is done, release

the trigger switch to stop the wrench.

※In the case that the nut is not loosened, 

stop the operation immediately since 

the nut may be tightened by a higher 

torque than that of the wrench.

    Failure to follow these instructions 

may result in malfunction.
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DAANNGGEERR 

●● NNeevveerr ppuutt hhaanndd iinn tthhee ttuurrnniinngg cciirrccllee ooff rreeaaccttiioonn bbaarr dduurriinngg 

ooppeerraattiioonn.. TThhee rreeaaccttiioonn bbaarr rroottaatteess iinn tthhee rreevveerrssee ddiirreeccttiioonn.. 
Failure to follow this instruction may result in accidents or injury.

WAARRNNIINNGG 

●● NNeevveerr ttiigghhtteenn tthhee ssaammee bboolltt//nnuutt ttwwiiccee.. ((NNeevveerr aappppllyy ttoooo 

mmuucchh ttoorrqquuee ttoo tthhee ssaammee bboolltt//nnuutt..)) 
Failure to follow this instruction may result in breakage of the bolt/but,
malfunction and personal injury. 

●● TThhee ttiigghhtteenniinngg aannggllee aanndd cchhaannggee lleevveerr sshhoouulldd bbee sseett wwiitthh tthhee 

mmoottoorr ssttooppppeedd.. 

●● CChheecckk tthhee ppoossiittiioonn ooff tthhee cchhaannggee lleevveerr oorr sswwiittcchh ttoo aavvooiidd tthhee 

mmiissttaakkee ooff ttiigghhtteenniinngg ddiirreeccttiioonn.. 

●● IIff ttiigghhtteenniinngg ttoorrqquuee eexxcceeeeddss nnoorrmmaall mmaaxxiimmuumm ttoorrqquuee,, llaammpp 

iinnddiiccaattoorr ddiissppllaayyss aabbnnoorrmmaallllyy ssiittuuaattiioonn aanndd mmoottoorr ssttooppss.. 
The electric wrench does not start until reset.
For reset, disconnect the power plug from the power supply.
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MMEETTHHOODD OOFF AANNGGLLEE SSEETTTTIINNGG 

11.. AAddjjuusstt ttiigghhtteenniinngg aannggllee 
■Graduations of the angle setting dial are just a guidance.

Adjust tightening angle setting before tightening when high accuracy 

tightening angle control is required.

 

AAddjjuusstt aannggllee sseettttiinngg ddiiaall ttoo 

ttaarrggeett aannggllee.. 

EExxeerrcciissee tthhee wwrreenncchh ffoorr  

55 mmiinnuutteess 
Mandatory for precise tightening angle

CChheecckk iiff tthhee aavveerraaggee ttiigghhtteenniinngg 

aannggllee iiss wwiitthhiinn tthhee ttoolleerraannccee ooff 

tthhee ttaarrggeett aannggllee oorr nnoott..

CCoommpplleettiioonn ooff aannggllee sseettttiinngg 

SSttaarrtt ttiigghhtteenniinngg ooppeerraattiioonn 

ＮＮＯＯ 

YYEESS 

TTiigghhtteenn aatt lleeaasstt 55 bboollttss.. 

 

Wrench must be shut off when adjusting angle 

setting dial.

Do not tighten a bolt/nut that has already 

been tightened twice (overtightening).

RRee--aaddjjuusstt aannggllee 

sseettttiinngg ddiiaall 

MMeeaassuurree tthhee ttiigghhtteenniinngg aannggllee ooff tthhee 

ttiigghhtteenneedd bboollttss vviissuuaallllyy oorr bbyy 

aannggllee mmeeaassuurriinngg ddeevviiccee.. 

CCaallccuullaattee tthhee aavveerraaggee ttiigghhtteenniinngg 

ffrroomm tthhee mmeeaassuurreedd ttiigghhtteenniinngg 

aannggllee aanndd ccoommppaarree tthhee aavveerraaggee 

vvaalluuee wwiitthh tthhee ttaarrggeett aannggllee  
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○Set the tightening angle when the wrench must be shut off.

○Never tighten the same bolt / nut twice.

WAARRNNIINNGG 

●● AAddjjuussttmmeenntt ooff tthhee ttiigghhtteenniinngg aannggllee sseettttiinngg hhaass ttoo bbee ddoonnee ddaaiillyy  

bbeeffoorree ooppeerraattiioonn aanndd wwhheenn ttiigghhtteenniinngg ccoonnddiittiioonnss cchhaannggee.. 

●● PPeerriiooddiiccaallllyy oovveerrhhaauull ooff tthhee wwrreenncchh iiss rreeccoommmmeennddeedd ttoo iimmpplleemmeenntt 

sstteeaaddyy aanndd pprrooppeerr ttuurrnn ooff tthhee nnuutt ttiigghhtteenniinngg.. 

●● NNeevveerr ttiigghhtteenn tthhee ssaammee bboolltt//nnuutt ttwwiiccee.. ((NNeevveerr aappppllyy ttoooo mmuucchh 

ttoorrqquuee ttoo tthhee ssaammee bboolltt//nnuutt..)) 
Failure to follow this instruction may result in breakage of the bolt/but, 
malfunction and personal injury.
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IINNSSPPEECCTTIIOONN && MMAAIINNTTEENNAANNCCEE 

WAARRNNIINNGG 

●● TTuurrnn ooffff tthhee sswwiittcchh aanndd rreemmoovvee tthhee ssttoorraaggee bbaatttteerryy ffrroomm tthhee 

wwrreenncchh.. AAllssoo,, rreemmoovvee tthhee ppoowweerr pplluugg ffrroomm tthhee oouuttlleett ooff tthhee 

cchhaarrggeerr bbeeffoorree iinnssppeeccttiioonn aanndd mmaaiinntteennaannccee.. 
Accidental starting invites serious injury.

○ Clean dust and debris from the sockets periodically. 

○ Use only a dry cloth to clean your wrench and sockets since organic solvents 

such as benzene, thinner and gasoline may cause cracks or discoloration to 

those parts. 

○ Be careful not to let oil and organic solvents get inside the motor. 

○ Store wrench in the metal case after operation and keep it dry. 

○ Overhaul must be carried out every 6 months or 30,000 tightening, whichever 

comes first. Contact your distributor for overhaul.
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○ Carbon brushes must be regularly inspected and replaced with the new genuine 

TONE carbon brushes when the brush length becomes less than 5 or 6 mm. 

* Carbon brushes are placed in two positions. 

* Indicate the wrench model when carbon brushes are needed because carbon

brushes differ from model to model. 

○ Replace carbon brush as the drawing below.



29

EEXXPPLLAANNAATTIIOONN OONN LLEEDD IINNDDIICCAATTIIOONN 

■WRENCH is provided with GREEN and RED LED lights that indicate whether the 

tightening operation has been successfully completed or any trouble has occurred.

NNoorrmmaall CCoonnddiittiioonn 

Indication LED Meaning Indication LED Meaning

Power ON

↓

“Ready”

No-load operation

↓

Tightening operation

↓

Tightening Finished

 

TTrroouubbllee DDeetteecctteedd 

Indication LED Meaning Remedy

Tightening was not

completed correctly.

Check the bolt and nut to be 

tightened.

The trigger switch was released

Before tightening was 

completed.

Do not release the trigger switch 

during the tightening operation.

Repeated tightening of the

same bolt detected

Never repeat tightening of same 

bolt to prevent over-torque.

Inching action detected.
Avoid inching action of trigger 

switch.

●Method of Reset

To reset the wrench, squeeze the 

trigger switch once. 

The wrench is now ready.

Others The wrench is broken down.
Need to repair.

Contact your distributor.
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NNOOIISSEESS AANNDD VVIIBBRRAATTIIOONN 

Please refer to the specifications list for sound pressure levels and sound power 

level , vibration level. The uncertainty in sound pressure level and sound power 

level are 3 dB(A).

These declared values were obtained by laboratory type testing in accordance 

with the stated standards and are suitable for comparison with the declared values 

of other tools tested in accordance with the same standards. These declared 

values are not adequate for use in risk assessments and values measured in 

individual work places may be higher. The actual exposure values and risk of harm 

experienced by an individual user are unique and depend upon the way the user 

works, the workpiece and the workstation design, as well upon the exposure time 

and the physical condition of the user.

You need to identify safety measures to protect the operator that are based on an 

estimation of exposure in

the actual conditions of use (taking account of all parts of the operating cycle 

such as the times when the tool is

switched off and when it is running idle in addition to the trigger time).
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AAFFTTEERR SSAALLEESS SSEERRVVIICCEE 

■ Please use correctly according to the precautions written on the instruction

manual, cordless wrench body, accessories, etc.

■ For more information about after-sales service, please contact the

distributor where you purchased the product.

■ When contacting distributor, please report in detail the model, serial

number, date of purchase, voltage, and fault conditions.

WAARRNNIINNGG 

●● DDoo nnoott uussee wwrreenncchh wwhheenn mmaallffuunnccttiioonn,, ddeeffiicciieennccyy iinn wwrreenncchheess 

ppeerrffoorrmmaannccee,, ppeerrssoonnaall iinnjjuurryy oorr pprrooppeerrttyy lloossss iiss ffoorreesseeeenn.. 
If possible, prepare backup wrenches beforehand.

IMKA111


